
Product Data Sheet
Part# 5120700 & 5120701
Thermal Valve Actuator with or without End Switch

Ordering Data

MrPEX Systems
5300 Alpine Dr. NW., ste 210
Ramsey, MN 55303

Toll Free: 1-800-716-3406
www.mrpexsystems.com

Specifications:
Part Number: 5120700 & 5120701
Operating Voltage: 24V AC/DC 0-60 Hz
Power Consumption: 1W (1 VA Draw)
Switch-On Current: max. 250 mA
Micro Switch: 24V / 0.5 A
Protection: IP54
Storage Temperature: - 13 F to 149 F
Humidity: max. 80%
Wires, 5120700: Yellow = Power     
                                           Red = End Switch
Wires, 5120701: Blue/Brown = Power

• Compact modern design
• Maintenance free
• Quiet
• Moisture resistant
• Low power consumption
• Easy Snap-On mounting
• Pop-Up On/Off indicator
• Comes partially open for easy 

mounting
• Rotates 360 degrees
• 2 Year Warranty

Features:

NOTE: Actuators are shipped without 
adapters. Please order VA-10 when used with 
MrPEX 1 ¼” Brass Manifolds. For use with 
MrPEX 1 ¼” Stainless Steel manifold, no 
adapter is needed. Simply remove the blue 
cap and snap on the actuator.
MrPEX Composite Manifold use VA-90 
adapter

MrPEX Part# Description Type Unit
5120700 Valve Actuator, 4‐wire For Valved Manifolds Each  
5120701 Valve Actuator, 2‐wire For Valved Manifolds Each  

Part#: 5120700
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Part#: 5120701


